WECMB80 direct measuring Stromwandler24

WECMBS80-E

Single-phase 80A energy meter with built-in communication
[ * For Ethernet (Modbus TCP) communication * Direct connection up to
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J] 80 A
it ~ " * Fully bidirectional 4-quadrant measurements for all energies and
| powers
+ 8 MB for data logging and automatic/manual data transfer
; ‘ + SO output for energy pulse delivery
' - LCD display with 7 main digits
* Available with MID certification (WECM80-E MID)
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Article no. 70143-1103 Meter type elektronisch
Mounting DIN-Schiene Display type LCD
Interface Modbus TCP Rated current 0-80AA
Measurement Direktmessung Mounting DIN-Schienen Montage
Web server with web server Display digits 7
Phases Einphasig EAN 9502244287762
Display digital
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Documents

* Instruction manual
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https://storage.celsa-messgeraete.de/storage/v1/object/public/data/Produkte/Energiezaehler/WECM80/E_MID/Instruction_manual.pdf
https://storage.celsa-messgeraete.de/storage/v1/object/public/data/Produkte/Energiezaehler/WECM80/E_MID/Instruction_manual.pdf
https://storage.celsa-messgeraete.de/storage/v1/object/public/data/Produkte/Energiezaehler/WECM80/E_MID/Instruction_manual.pdf

